Features:
- Class A fire rating
- "Drop-in" installation follows completion of drywall mounting
- Standard lengths: 8'-0" (2438), 9'-0" (2743), 10'-0" (3048), and 12'-0" (3658)
- Custom cut lengths available
- Available with aluminum cove base insert for use with vinyl cove base standard in 4" (102) and 6" (152) heights

Finishes:
- Vinyl cover (textured)
  - Manufacture's standard colors
  - Custom colors available
  - Aluminum retainer
  - Mill finish aluminum

Specifications:
- 5/8" (16) Type "X" fire resistant gyp required for 2 hour fire rating
- 2 Layers of 5/8" (16) Type "X" fire resistant gyp required for 2 hour fire rating
- Impact cushion
- Feathers joint compound
- Galvanized metal backing
- 24 ga. galvanized steel
- Fasteners supplied by others
- 24 ga. galvanized steel supplied by others
- Aluminum retainer
- Vinyl cover
- Continuous

Class A fire rating
- Standard lengths: 8'-0" (2438), 9'-0" (2743), 10'-0" (3048), and 12'-0" (3658)

Mill finish aluminum
- Features:
  - 2 Hour Fire Rating
  - 1 Hour Fire Rating

Project:
- 2 Vinyl Corner Guard, Recess Mount, End Wall, Fire Rated

Architect:
- Babcock Davis
- 9300 73rd Avenue North
- Brooklyn Park, MN 55428

Contractor:
- 2 Hour Fire Rating
- 1 Hour Fire Rating

Architect:
- Babcock Davis
- 9300 73rd Avenue North
- Brooklyn Park, MN 55428

Release date: 7/12/17

Weight: Varies