MODEL P3.375E

(TWO STAGE RIBBED ABRASIVE BARS)

SPECIFICATIONS:

1. **BASE**: Extruded Aluminum Alloy 6063 T-6
2. **ABRASIVE**: Aluminum Oxide Silicon Carbide granules in a UV protected, 2 part epoxy, locked into extruded channels
3. **BASE FINISH**: Mill
4. **POURED CONCRETE STAIRS**: Nosing shall terminate no more than 3" from end of steps
5. **CONCRETE FILLED STEEL PAN STAIRS**: Nosing shall be full length of steps, less 1/8" clearance

6. **COLOR**: Black (standard), safety yellow, gray, red, brown, green, burgundy, blue, buff, luminescent
7. **LENGTH**: 120" maximum
8. **UL 1994 Listed**: Combined width of photo-luminescent material shall not be less than 1"

<table>
<thead>
<tr>
<th>LENGTH</th>
<th>QTY</th>
<th>COLOR</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**NOTE**: WRITTEN PERMISSION OF BABCOCK-DAVIS IS PROHIBITED.

**PROPRIETARY AND CONFIDENTIAL**: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF BABCOCK-DAVIS. ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF BABCOCK-DAVIS IS PROHIBITED.