Lume-A-Lite™

HANDRAIL PRODUCTS

Lume-A-Lite Handrail Products alight handrails provide safe egress in the event of a power outage or smokey conditions. The Handrail Strip is curved to fit onto standard round handrails and features an easy peel and stick backing. For an economic option, the Lume-A-Lite Marking Tape offers a fast and easy install.

FEATURES

BRIGHTNESS Materials are photoluminescent colored, bright and require no electrical charge. High-quality strips feature integrated dye throughout the material to exceed codes for brightness.

DURABILITY The Handrail Strip is long-lasting and tamper resistant. It is designed with materials that last, like the foam back adhesive and 53 mil resin.

INSTALLATION EASE The peel-and-stick adhesive backing is easy to install. Installation and maintenance manuals are available at www.babcockdavis.com.

DETAILS

MATERIAL
• BEM-DSH1: 53 mil Resin
• BEM-DT1: 16 mil Acrylic
• BEM-DT1-NYC: 16 mil Acrylic

COLOR Photoluminescent

WIDTH 1 inch

LENGTH
• BEM-DSH1: 10 linear feet
• BEM-DT1: 150 linear feet
• BEM-DT1-NYC: 100 linear feet

MOUNTING Surface, Adhesive Back

CODE COMPLIANCE 2015/2018 IBC Section 1025, 2015/2018 IFC Section 1025, NFPA101 Section 7.2.2.5.5, and 2014 NYC BC Section 1024 (BEM-DT1-NYC only)

TEST STANDARD UL 1994 and ASTM E2072

MODELS

<table>
<thead>
<tr>
<th>MODEL</th>
<th>LENGTH</th>
<th>PRODUCT NAME</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>BEM-DSH1-10</td>
<td>10 LF</td>
<td>Lume-A-Lite Handrail Strip</td>
<td>Resin Strip, Pre-curved, Self-Adhesive</td>
</tr>
<tr>
<td>BEM-DT1-150</td>
<td>150 LF</td>
<td>Lume-A-Lite Marking Tape</td>
<td>Acrylic Tape, Self-Adhesive</td>
</tr>
<tr>
<td>BEM-DT1-100-NYC</td>
<td>100 LF</td>
<td>Lume-A-Lite NYC Marking Tape</td>
<td>NYC Compliant Acrylic Tape, Self-Adhesive</td>
</tr>
</tbody>
</table>